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t r No. 42,-R1425.

(Other instructi
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UNMD STATES
DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND BERIAL NO.

GEOLOGICAL SURVEY 1420-H62-3693

APPLICAflON FOR PERMIf TO DRILL,DEEPEN,OR PLUGBACK 0. IrlNDIAN,ALLOTTEEORTRIBENAME

Ute
la. TTrz or wonK

DRILLIL DEEPENO PLUG BACKO 7. UNIT AGREEMENT NAME

b. TTPE OF WELL

FLL
VABLL

OTHER
NNELE fOUNLTIPLE 8. - OR MM

2. NAME OF OPERATOR

Wildrose Resources Corporation 9. WELL NO.

3. ADDRESS OF OPERATOR

2555 cherryridge Road, Englewood, CO 80110 PH: 30).-761-9831 io. ...LD AND POOL, OR WILDCAT

4. CATIONœOF WELL (Iteport location clearly and in accordance with any State requirements.*)

1472' FNL & 2150* FEL (SW¼NF4)
.

11. ge,2., u ona".','

At proposed prod. zone
Same Sec 4 - TSS - R2E

IT DISTANCE IN MILES AND DIRECTION FROAf NEAREST TOWN OR POST orricm* 12. COUNTT OR PARISH 13. BTATE

Location is 28 miles southeast of Myton, Utah Uintah Utah
10. DISTANCE FROM PROPUBED* 16. NO. OP ACRES IN LEASE 17. NO. OF ACRES ABBIGNED

LOCATION TO NEAREST T $ TO TIIIS WELL
PROPERTY OR LEASE LINE, FT, A,ease line ¾8 8 40
(Also to nearest drig. unit line, if any)

ÎS. STANCE TROM PROPOSED LOCATION* 19 ruorOSED DEPTH 20. noTART on CABLE TooLa

OTO N RESTœWEIL, DRILLLEING, COAfPLETED' None A00 Rotary
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

50878 GR December 15, 1984
23. PROPOSED CASING AND CEMENTING PROGRAM

SIEE OF HOLE SIEE OF CASING WEIGIIT PER FOOT SETTING DEPTH QUANTITT OF CEMENT

12-1/4" 8-5/8* new 24# J-
__ _ 400* 300 ex Class H + add.

7-7/8" 5-1/2" new 14 & 1
,

# A00* 300 ex Lite + 700 ex Class H
J-55

1. Drill 12¼" hole and set 8-5/8" surface easing to 400' with good returne
2. Log BOP checks in daily drill reports and drill 7-7/8" hole to ROO*.
3. Run logs and run 5)" casing if productive.
4. Perforate and stimulate as needed and put on production.

r.U 1984
EXHIBITSATTACHED:

A - Location and Elevation Plat
B - Ten Point Compliance Program \S &WMM
C - Blowout Preventer Diagram
D - Multi-point Requirements for A.P.D.
E - Access Road Map to location
F - Radius Map of Tield
G - Drill Pad Layout, Drill Rig Layout and Cut - Fill Cross Section
H - Production Facilities Layout
I - Designation of Operator

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proponni is to deepen or plug back, give data on present productive zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent datn on subsurface locations and measured and true vertical depths. Give blowont

presenter program, if any.

24.
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LOCATED IN THE SW¾ OF THE NE¾

W/LDROSE RESOURCES CORR OF SECTION 4, T5S, R2E, USB&N.

WELL LOCAT/0N PLAT
UTfLAND 4-/

¡ p'gV 80 chs.
4.86 S.« .

¢hs.

GNOUND El.EV. 5087.5

U7ELAND 4 -/

N TH

4

SCALE:1"=lOOO'

WEST 80./0 chs.

LEGEND & HOTES SURVEYON'S CENT/FICATE
# ORIGINAL STONE MONUMENT FOUND AND USED i hereby certify that this plat was prepared

from field notes of an actual surveyBY THIS SURVEY .

performed by me, during which the shown
monuments were found or established.

RE NFE

NC D AL UM

ONWAS USED

J . D. Al d, Registered Land
THE BASIS OF BEARINGS FOR THIS SURVEY WAS rveyor, ort. No. 3817 (Utah)

DETERNINED BY SOLAR OBSERVATION .

JERRY D. ALLRED& ASSOCIATES

121 North Center Street
P.O. Drawer C

DUCHESNE,UTAH84021
5 Nov. '84 83-123-005



-- EXHIBIT B
TEN POINT COMPLIANCEPROGRAMOF NTL-6 APPROVALOF GPERATIONS

1. The Geologic Surface Formation
The surface formation is the Uintah (Tertiary).

2. Estimated Tops of Important Geologic Markers
Green River 1800*

Wasatch Tongue 6200•
Total Depth 6400'

). Eqtimated Depths of Anticipated Water, Oil, Gas or Minerals
No water bearing zones are anticipated
Green River 3600' - 6200' Oil

4. The Proposed Casing Program
HOLE INTERVAL LENGTH SIZE(0D) WEIGHT, GRADE, JOINT NEWOR USED

124" 0 - 300' 300* 8-5/8" 24# K-55 sT&c New
7-7/8" 0-6400* 6400' 5-1/2" 14 & 151# J-55 sT&c New
Cement Program -

Surface Casing: 225 sacks Class "G" plus 24 CaC1,
Production Casing: 300 sacks Lite Gement and 700 sacks Clase "G" with additives

. The Operator's Minimum Specifications for Pressure Control
EXHIBIT "C" is a schematic diagram of the blowout preventer equipment. The BOP'swill be hydraulically tested to half of working pressure after nippling up andafter any use under pressure. Pipe rams will be operationally checked each 24hour period, as will blind rams and annular preventer each time pipe is pulled
out of the hole. Such checks of BOP will be noted on daily drilling reports.
Accessories to BOP will include an upper and lower kelly cock, floor safetyvalve, drill string BOP and choke manifold with pressure rating equivalent tothe BOP stack.

6. The Type and Characteristics of the Proposed Circulating Muds
Mud system will be gel-chemical with adequate stocks of sorptive agents on
site to handle possible spills of fuel and oil on the surface. Heavier mudswill be on location to be added if pressure requires.
DEPTH TYPE WEIGHT#|gal VISCOSITY sec/qt FLUID LOSS cc PH
0-62009 Fresh 8.4 - 8.6 28 - 30 N/C --

Water
6200 - LSND 8.6 - 8.8 35 - 40 12 - 15 9.0



EXHIBIT B
Page 2

7, The Auxiliary Equipment to be Used
a) An upper and lower kelly cock will be kept in the string.
b) A float will be used at the bit.
c) A mud logging unit and gas detecting device will be monitoring the system.
d) A stabbing valve will be on the floor to be stabbed into the drill pipe

when kelly is not in the string.
8. The Testine, Logging and Coring Programs to be Followed

a) No Drill Stem Tests will be run.
b) The Logging Program: Dual Induction-SFL 300' - T.D.

Formation Density-CNL 3600* - T.D.
c) No coring is anticipated.
d) Stimulation procedures will be determined after evaluation of logs. Iftreatment is indicated, appropriate Sundry Notice will be submitted for

approval.

9, Any Anticinated Abnormal Pressures or Temperatures
No abnormal pressures or temperatures have been noted or reported in wells
drilled in the area nor at the depths anticipated in this well. Bottom hole
pressure expected is 2000 psi ±.
No hydrogen sulfide or other hazardous fluids or gases have been found,reported or known to exist at these depths in the area.

10, Anticipated Starting Date and Duration of the Operations
The anticipated starting date is set for De.cember 15. 1984, or as soon as
possible after examination and approval of drilling requirements. Operationswill cover 10 days for drilling and 14 days for
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United States Denartment of the Interior
BUREAU OF INDIAN AFFAIRS

UINTAH AND DUHAY ACENCY 0À
Fort Duchesne, Utah 81026
(801) 722-2406 Ext.33, 34

IN REPI Y REFER TO:

Real Property Management
Ten. and Mgmt.

MEMORANDUM

TO: District Manager, Bureau of Land Management

FROM: Superintendent, Uintah and Ouray Agency

SUBJECT: Wildrose Resources Corp. , Well 4_)
in the NRW, Section 4, T. 5 S., R. 2 E., ninta meridian,·

Utah.

We (concur with or, recommend) approval of the Application for Permit to Drillsubject well.

Based on available information on December 18, 1984 we have cleared theproposed location in the following areas of environmental impact.

YES X NO Listed threatened or endangered species.
YES X NO Critical wildlife habitat.
YES X NO Archaeological or cultural resources.
YES NO Air quality aspects (to be used only if project is

in or adjacent to a Class I area of attainment)YES NO Other (if necessary)

REMARKS: Rotate well lay out 90°
clockwise, line pits withnative clay and commercial Bentonite.

The necessary surface protection and rehabilitation requirements are as perapproved APD.

DEC20



OPERATOR , , DATE Á2 -& -2

WELLNAME 77 -/

SEC d T
J¯J

R g COUNTY

API NURA TYPE 0Ë LEASE

CHECKOFF:

PLAT BOND NEARESTWELL

LEASE , FIELD POTASHOR ·

OIL SHALE

PROCE ING C TS: ;

APPROVALLETTER:

SPACING: A-3 C-3-a
UNIT CAUSENO. & DATE

c-3-b c-3-c

STIPULATIONS:

11/2/84



STATEOF UTAH
Scott M. Matheson. Governot

NATURALRESOURCES Temple A. Reynolds, Executive Director

Oil, Gas & Mining
Dianne R. Nielson, Ph.D., Division Director

4241 State Office Building • Solt Lake City. UT84114 • 801-533-5771

December 26, 1984

Wildrose Resources Corporation

255 Cherryridge Road
Englewood, Colorado 80110

Gentlemen:

Re: Well No. Uteland Butte #4-1 - SW NE Sec. 4, T. 5S, R. 2E

1472' FNL, 2150' FEL - Uintah County, Utah

Approval to drill the above referenced oil well is hereby granted in

accoraance with Rule C-3(c), General Rules and Regulations and Rules of

Practice and Procedure, subject to the following stipulations:

1. Submittal to the Division of information justifying the necessity for

an exception location and verification of ownership within a radius

of 500 feet of the proposed location.

2. Blowout prevention equipment with a minimum of 3000 psi working

pressure should be used after drilling out of 8 5/8" casing.

In addition, the following actions are necessary to fully comply with this

approval:

1. Spuoding notification to the Division within 24 hours after drilling

operations commence.

2. Submittal to the Division of completed Form OGC-8-X, Report of Water

Encountered During Drilling.

3. Prompt notification to the Division should you determine that it is

necessary to plug and abandon this well. Notify John R. Baza,

Petroleum Engineer, (Office) (801) 538-5340, (Home) 298-7695 or

R. 3. Firth, Associate Director, (Home) 571-6068.

4. Compliance with the requirements and regulations of Rule C-27,

Associated Gas Flaring, General Rules and Regulations, Oil and Gas

Conservation.

on equal opportunity ernployer • pleose recycle



Wildrose Resources Corporation
Well No. Utelana Butte #4-1
December 26, 1984
Page 2

5. This approval shall expire one (1) year after date of issuance unless
substantial and continuous operation is underway or an application
for an extension is made prior to the approval expiration date.

The API number assigned to this well is 43-047-31594.

Sincerely,

39 n R. Baza
Petroleum Engineer

as y
Enclosures
cc: Branch of Fluid Minerals

Bureau of Indian



WILDROSERESOURCESCORPORATION

Utah Division of Oil, Gas & Mining December 27, 1984
355 westNorth Temple
3 Triad Center, Suite 350
Salt Lake City, Utah 84180-1203

RE: Exception Location
Uteland Butte #4-1 0 311984
84NE# Section 4 - TSS - R2E
Uintah County, Utah Mur

Olt-,GAS& MINING
Gentlemen:

Pursuant to av conversation with Arlene Sollis this day, the
Uteland Butte #4-1 is located less than 500* from a quarter - quarter
line due to topography. The center of the SW¼NE¼is located on the
face of a butte, requiring the location to moved to its present apot.
(A topo map is attached).

Also, this certifies that all lands within 500* et the location
are owned by Wildrose Resources Corporation. The closest lease
boundary is 1267* trom this location.

If any other information is needed please let me know.

Very truly yours,
Wildrose Resources Corporati

Kary tenbacher

2555CherryridgeRoad . Englewood,CO80110. (303)761-9831. (303)
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Forwn 9-831 C SUBMIT IN TE 3ATE* Form approved.
• (May 1963) (Other instruellot on Budget Bureau No. 42,-R1425.

UNITED STATES reverse side)

DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND BERIAL NO.

GEOLOGICAL SURVEY 1420-H62-3693

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUGBACK 6. IF INDIAN, ALLOTTER OE TRIBE NAME

Ute
1a. TYPE OF WORK

DRILLKl DEEPEN O PLUG BACK O 7. UNIT AGBEEMENT NAME

b. TYPE OF WELL

ELL ELL OTHER
ELE MOUNLTH*LE 8. - OB LEASE -

2. NAME OF OPERATOR

Wildrose Resources Corporation 9. WELI. NO•

3. ADDRESS OF OPERATOR

2555 cherryridge Road, Englewood, CO 80110 PH: 303-761-9831 1Û. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.•) Unnamed
At surince

1472' FNL & 2150' FEL (SW¼NFÄ) 11. , o agr"3a°"a."."I
At proposed prod. zone

Same Sec 4 - T5s - R2E
14. DISTANCE IN 3ilLES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTT OR PARISH 13. BTATE

Location is 28 miles southeast of Myton, Utah Uintah Utah
10. DISTANCE FROM PROPUSED* 16. NO. OF ACBES IN LEASE 17. NO.OF ACBES ASSIGNED

LOCATION TO NEAREST T i TO THIS WELL
PROPERTY OR LEASE LINE, FT. seSASO line - 12
(Also to nearest drlg. unit line, if any) .?

•

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
ORO N STR L, DRSILLING, COntPLETED,

None 6400* Rotary
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

5087* GR December 15, 1984
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12-1/4" 8-5/8* new 24# J-5 400* 300 ex Class H + add.
7-7/8* 5-1/2" new 14 & 1

.
# 6400* 300 ex Lite + 700 ex Class H

J-55
1. Drill 12¼* hole and set 8-5/8" surface casing to 400' with good returns.
2. Log BOP checks in daily drill reports and drill ?-7/8" 40
3. Run logs and run SP casing it productive.
4. Perforate and stimulate as needed and put on production

EXHIBITS ATTACHED:
A - Location and Elevation Plat
B - Ten Point Compliance Program
C - Blowout Preventer Diagram ,, ,

D - Multi-point Requirements for A.P.D. . GAS NING gE - Access Road Map to location 41,
F - Radius Map of Field sé
G - Drill Pad Layout, Drill Rig Layout and Cut - Fill Cross Section
H - Production Facilities Layout
I - Designation of Operator

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

sinG

ED TIT , Engineer ,,,, November 15, 1984

(This space ral or State office use)

PERMIT NO. r / Appnoval, DATE --

DISTRICTMANAGER /-<2 fr
APPROVE TITLE DATE

CONDITI F APP VAL, IF A$Y:

CONSITIONSŒ AP?¾WALATTACHED
TOGrimí9tiS



CONDITIONS OF APPROVAL FOR NOTICE TO DRILL
WITHIN THE UINTAH OURAY RESERVATION

Company Wildrose Resources Corporation Well No. 4-1

Location Sec. 4 T58 R2E Lease No. 14-20-H62-3693

Onsite Inspection Date 11-29-84

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with applicable laws, regulations (43 CFR 3100),
Onshore Oil and Gas Order No. 1, and the approved plan of operations. The
operator is fully responsible for the actions of his subcontractors. A copy
of these conditions will be furnished the field representative to insure
compliance.

A. DRILLING PROGRAM

1. All fresh water and prospectively valuable minerals (as described
by BLM at onsite) encountered during drilling, will be recorded by
depth and adequately protected. All oil and gas shows will be
tested to determine commercial potential.

2. Pressure Control Equipment

Minimum 3000 psi working pressure prevention related equipment
shall be installed and tested prior to drilling out the surface
casing shoes. In accordance with API RP 53, 3000 psi BOP stacks
will be equipped with an annular bag-type preventer. The ram-type
preventers will be tested to 2000 psi, and the annular shall be
tested to 1500 psi.

BOP and choke manifold systems will be consistent with API RP 53.
Pressure tests will be conducted before drilling out from under all
casing strings which are set and cemented in place. Blowout pre-
venter controls will be installed prior to drilling the surface
casing plug and will remain in use until the well is completed or
abandoned. Preventers will be inspected and operated at least
daily to ensure good mechanical working order, and this inspection
recorded on the daily drilling report. Preventers will be pressure
tested before drilling casing cement plugs.

The District Office should be notified, with sufficient lead time,
in order to have a BLM representative on location during pressure
testing.

3. Casing Program and Auxiliary Equipment

The District Office should be notified, with sufficient lead time,
in order to have a BLM representative on location while running all
casing strings and



4. Mud Program and Circulating Medium

No chromate additives will be used in the mud system on Federal and
Indian lands without prior BLM approval to ensure adequate protec-
tion of fresh water aquifers.

5. Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted
to this office on a weekly basis.

Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be
submitted not later than 30 days after completion of the well or
after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core an-
alyses, well-test data, geologic summaries, sample description, and
all other surveys or data obtained and compiled during the drill-
ing, workover, and/or completion operations, will be filed with
Form 3160-4. Samples (cuttings, fluids, and/or gases) will be
submitted when requested by the authorized officer (AO).

6. Anticipated Starting Dates and Notifications of Operations

No location will be constructed or moved, no well will be plugged,
and no drilling or workover equipment will be removed from a well
to be placed in a suspended status without prior approval of the
AO. If operations are to be suspended, prior approval of the AO
will be obtained and notification given before resumption of opera-
tions.

The spud date will be reported orally to the AO within 48 hours
after spudding. If the spudding occurs on a weekend or holiday,
the report will be submitted on the following regular work day.
The oral report will be followed up with a Sundry Notice.

In accordance with Onshore Oil and Gas Order No. 1, this well will
be reported on Form 3160-6 "Monthly Report of Operations", starting
with the month in which operations commence and continue each month
until the well is physically plugged and abandoned. This report
will be filed, in duplicate, to the Vernal BLM District Office, 170
South 500 East, Vernal, Utah 84078.

Lacediate Report: Spills, blowouts, fires, leaks, accidents, or
any other unusual occurrences shall be promptly reported in accord-
ance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a
"Sundry Notice" (Form 3160-5) to that effect will be filed, for
prior approval of the AO, and all conditions of this approved plan
are applicable during all operations conducted with the replacement



Should the well be successfully completed for production, the AC
will be notified when the well is placed in a producting status.
Such notification will be sent by telegram or other written com-
munication, not later than 5 days following the date on which the
well is placed on production.

Pursuant to NTL-2B, with the approval of a District Engineer, pro-
duced water may be temporarily disposed of into unlined pits for a
period of up to 90 days. During the period so authorized, an ap-
plication for approval of the permanent disposal method, along with
the required water analysis and other information, must be sub-
mitted to the District Engineer.

Pursuant to NTL-4A, lessees or operators are authorized to vent/
flare gas during initial well evaluation tests, not exceeding a
period of 30 days or the production of 50 MMCF of gas, whichever
occurs first. An application must be filed with the District
Engineer and approval received, for any venting/flaring of gas
beyond the initial 30 day or authorized test period.

A schematic facilities diagram as required by 43 CFR 3162.7-2,
3162.7-3, and 3162.7-4 shall be submitted to the appropriate
District Office within 30 days of installation or first production,
whichever occurs first. All site security regulations as specified
in 43 CFR 3162.7 shall be adhered to. All product lines entering
and leaving hydrocarbon storage tanks will be effectively sealed in
accordance with 43 CFR 3162.7-4.

A first production conference will be scheduled within 15 days
after receipt of the first production notice.

No well abandonment operations will be commenced without the prior
approval of the AO. In the case of newly drilled dry holes or
failures, and in emergency situations, oral approval will be ob-
tained from the AO. A "Subsequent Report of Abandonment" Form
3160-5, will be filed with the AO within 30 days following com-
pletion of the well for abandonment. This report will indicate
where plugs were placed and the current status of surface restor-
ation. Final abandonment will not be approved until the surface
reclamation work required by the approved APD or approved abandon-
ment notice has been completed to the satisfaction of the AO or his
representative, or the appropriate Surface Managing Agency.

Pursuant to Onshore Oil and Gas Order No. 1, lessees and operators
have the responsibility to see that their exploration, development,
production, and construction operations are conducted in a manner
which conforms with applicable Federal laws and regulations and
with State and local laws and regulations to the extent that such
State and local laws are applicable to operations on Federal or
Indian



B. THIRTEEN POINT SURFACE USE PLAN

1. Planned Access Roads

Right-of-way needed from BIA.
Length: .06 miles.
Width: 30' right-of-way - 18' running surface.

All travel will be confined to existing access road rights-of-way.

If the surface rights are owned by the Ute Indian Tribe and mineral
rights are owned by another entity, an approved right-of-way will
be obtained from the BLA before the operator begins any construc-
tion activities. If the surface is owned by another entity and the
mineral rights are owned by the Ute Indian Tribe, rights-of-way
will be obtained from the other entity.

2. Location of Tank Batteries and Production Facilities

All permanent (on site for six months or longer) structures con-
structed or installed (including oil well pumpjacks) will be paint-
ed a flat, non-reflective, earthtone color to match one of the
standard environmental colors, as determined by the Rocky Mountain
5 State Interagency Committee. All facilities will be painted
within 6 months of installation. Facilities required to comply
with 0.S.H.A. (Occupational Safety and Health Act) will be excluded.

If a tank battery is constructed on this lease, it will be sur-
rounded by a dike of sufficient capacity to contain li times the
storage capacity of the battery.

Tank batteries will be placed on the southwest corner between
points 5 and 6.

All loading lines will be placed inside the berm surrounding the
tank battery.

All site security guidelines identified in 43 CFR 3162.7 regula-
tions will be adhered to.

All off-lease storage, off-lease measurement, or commingling on-
lease or off-lease will have prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the
wellhead. The gas flowline will be buried or anchored down from
the wellhead to the meter and 500 feet downstream of the meter run
or any production facilities. Meter runs will be housed and/or
fenced.

The oil and gas measurement facilities will be installed on the
well location. The oil and gas meters will be calibrated in place
prior to any deliveries. Tests for meter accuracy will be



ducted monthly for the first three months on new meter installa-
tions and at least quarterly thereafter. The AO will be provided
with a date and time for the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration
reports will be submitted to the Vernal District Office. All meter
measurement facilities will conform with the API standards for
liquid hydrocarbons and the AGA standard for natural gas
measurement.

3. Source of Construction Material

If fill materials are needed to construct roads and well sites,
proper permits will be obtained. A copy of the permit needed to
obtain water will be attached to the application if water is to be
used for the drilling. Information for permits will include: (a)
the approximate amount of water or materials needed, (b) Location
and ownership of the water rights or materials to be used and, (c)
the approximate amont of time the water or materials will be re-
quired.

Water will be hauled from Pariette Draw.

4. Methods of Handling Waste Disposal

Storage tanks will be used if drill sites are located on tribal
irrigable land or on lands under crop production. All reserve pits
will be lined with a bentonite liner.

Burning will not be allowed. All trash must be contained and dis-
posed of by a trash cage and hauled to an approved sanitary land-
fill.

Produced waste water will be confined to a lined pit for a period
not to exceed 90 days after initial production. During the 90 day
period, an application for approval of a permanent disposal method
and location, along with required water analysis, will be submitted
for the AO's approval. Failure to file an application within the
time allowed will be considered an incident of noncompliance, and
will be grounds for issuing a shut-in order.

5. Ancillary Facilities

Camp facilities will not be required.

6. Well Site Layout

The reserve pit will be located on the southeast corner of the
location between points 4 and 5.

The stockpiled topsoil will be stored on the west side of the loca-

tion between points 7 and



Access to the well pad will be from the southwest between points 6
and 7.

Reserve pits will be fenced with a wire mesh fence and topped with
at least one strand of barbed wire.

Operator's employees, including subcontractors, will not gather
firewood along roads constructed by operators. If wood cutting is
required, a permit will be obtained from the Forestry Department of
the BIA pursuant to 25 CFR 169.13 "Assessed Damages Incident to
Right-of-Way Authorization". All operators, sub-contractors,.ven-
dors and their employees or agents may not disturb saleable timber
(including firewood) without a duly granted wood permit from the
BIA Forester.

7. Plans for Restoration of Surface

Immediately upon completion of drilling, the location and surround-
ing area will be cleared of all debris, materials, trash and junk
not required for production.

Before any dirt work to restore the location takes place, the re-
serve pit must be completely dry and all cans, barrels, pipe, etc.
will be removed. If a plastic nylon reinforced liner is used, it
should be torn and shredded before backfilling of the reserve pit.

All disturbed areas will be recontoured to the approximate natural
contours.

The stockpiled topsoil will be evenly distributed over the dis-
turbed areas.

Prior to reseeding, all disturbed areas, including the access
roads, will be scarified and left with a rough surface.

Seed will be broadcast or drilled at a time specified by the BIA.
If broadcast, a harrow or some other implement will be dragged over
the seeded area to assure seed coverage.

The following seed mixture will be used: to be determined by the
BIA at time of restoration.

The reserve pit and that portion of the location and access road
not needed for production or production facilities will be re-
claimed within 9.0 days of well completion - weather permitting.

Abandoned well sites, roads, or other disturbed areas will be re-
stored to near their original condition. This procedure will in-
clude: (a) reestablishing irrigation systems where applicable, (b)
reestablishing soil conditions in irrigated fields in such a way as
to insure cultivation and harvesting of crops, and (c) insuring
revegetation of the disturbed areas to the specifications of the
BIA at the time of



The operator will submit a plan of controlling noxious weeks alongrights-of-way for roads, pipelines, well sites or other applicablefacilities. A list of noxious weeds can be obtained from the ap-propriate country extension office.

8. Surface and Mineral Ownership

Indian surface and minerals.

9. Other Information

(1). Rotate location 90 degrees clockwise.

There will be no deviation from the proposed drilling and/or work-over program without prior approval from the AO. Safe drilling andoperating practices must be observed. All wells, whether drilling,producing, suspended, or abandoned will be identified in accordancewith 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed forapproval for all changes of plans and other operations in accord-ance with 43 CFR 3162.3-2.

The dirt contractor will be provided with an approved copy of thesurface use plan.

A cultural resource clearance will be required before any con-
struction begins. If any cultural resources are found during con-
struction, all work will stop and the AO will be notified.

This permit will be valid for a period of one year from the date ofapproval. After permit termination, a new application will befiled for approval for any future operations.

10. Lessee's or Operators Representative and Certification

Operator employees, including subcontractors, will not carry fire-arms or other weapons that may be used to kill game animals.
Operator employees, including subcontractors, will be confined toestablished roads and well sites. The purpose of this is to pre-vent soil erosion, and to prevent harassment of game animals orlivestock with off-road vehicles such as snowmobiles, motorcycles.or 4-wheel drives.

All roads constructed by operators on the Uintah and Ouray IndianReservation will have appropriate signs. Signs will be neat and ofsound construction. They will state: (a) the name of the opera-tor, (b) that firearms are prohibited to all non-Ute Tribal mem-
bers, (c) that permits must be obtained from the B.I.A. beforecutting firewood or other timber products and (d) only authorizedpersonnel



A bench mark will be established near each well site at a location
where it will not be destroyed. The bench mark will be a brass cap
set in concrete. The brass cap will show the well number and ele-
vation to the nearest one-tenth of a foot. The cuts and fills
diagram for the well site will show elevations in relation to the
bench



47-1734 (T-60422)

DIVISIONOFOILGASANDMINING

API #43-047-31594

M OFWW. WILDROSE RESOURCES CORP.

WFilNAMF: UTELAND BUTTE #4-1

SECTIONSW NE 4 TOWNSHIP ss RANGE 2F COUNTY nesten

DRIU.INGCONTRACTORBill Martin

RIG#
SPUDDED:DATE 1-17-85

IIME 10:00 AM

ÑOW Dry HO1e Spud

DRILLINGWILLCOMMENCF nienn noilling Rig #2 (Approx. 1-23-85)

REPORTEDBY Kary Kaltenbacher

TELEPHONEg 303-761-9831

DATF 1-21-85 SIGNFD



Form 9-331 Form Approved.

UNLo STATES 5. LEM

Budget Bureau No. 42--Rid."4

DEPARTMENT OF THE INTERIOR 14-20-H62-3693

GEOLOGICALSURVEY 6. IF INDIAN, ALLOTTEEOR TRIBE NAME
Ute

SUNDRY NOTICESAND REPORTSON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for proposals to drift or to deepen or plug back to a different
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASE NAME

Uteland Butte
1. oil gas

well wen other Dry Hole 9. WELL NO.

2. NAME OF OPERATOR
4-1

Wildrose Resources Corporation 10. FIELD OR WILDCATNAME

3. ADDRESS OF OPERATOR Wildcat
2555 Cherryridge Rd, Englewood, CO 80110 11. sEC., T., R., M., OR BLK. AND SURVEY OR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA

below.) __

Section 4 - TSS - R2E

AT SURFACE: 1472* FNL & 2150 FEL 12. COUNTY OR PARISH 13. STATE
AT TOP PROD. INTERVAL: Same Uintah Utah
AT TOTAL DEPTH: Same 1ÀAPI NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-047-31594
REPORT, OR OTHER DATA 15. ELEVATIONS(SHOW DF, KDB, AND WD)

5087' GR
REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF
FRACTURETREAT
SHOOT OR ACIDIZE
REPAIR WELL O O (NOTE: Report results of multiple completion or zone

PULL OR ALTER CASING change on Form 9-330.)

MULTIPLECOMPLETE
CHANGE ZONES
ABANDON* O O
(other)

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

Per BLMand State verbal approval of 2/1/85. This well was plugged as
follows on 2/2/85:

Plug #1: 3400* -
3600: 60 ex class *A'

Plug #2: 1800' -
2000* 60 sx class 'A'

Plug #3: 300' - 500' 60 sx class 'A'
Plug #4: 0' - 80* 25 sx class 'A'

Geologic Tops: Green River - 1900' Wasatch Tongue -
6284* TD - 6400*

8-5/8" casing set e 413* - cemented to surface w/ 275 sx

7-7/8" hole drilled to TD of 6400'

Subsurface Safety Valve: Manu. and Type Set @ Ft.

18. I hereby certify that the foregoi is tr e an correct

SIGNED . E TOSiden DATE February 4, 1985

(This space for Federal or State office use)

APPROVED BY .... . TITLE _ DATE

CONDITIONS OF APPROVAL, IF ANY: ACCEPTEDBY THE STATE
OF UTAHDIVISION OF
OIL GA AN MINING

*See Instructions on R

BY - ,



Form OGC-3
SUBMITIN DUPLI E*

56 64 01STATE OywTAH (See otheer inst e

DEPARTMENTOF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MihlING 6 LEAst DESIGNATION AND BERIAL NO.

14-20-H62-3693
0, IF INDIAN, ALLOTTBB OR TRIBE NAMEWELLCOMPLETIONOR RECOMPLETIONREPORT yt,ta. TÝPËOF WELL: o$r.t.

LI. ony Other 7. UNIT AOREEMENT NAME
b. TYPE OF COMPLETION:

FEB
VE L

OWORR

Esvn. Other 8. FARM OR LEASE NAME
2. NAME OF OPERATOR Uteland ButteWildrose Resources Corporation DWISION OF O "" "°
3. ADDRESS OF OPERATO. A A WNING 12555 Cherryridge Rd, Englewood, CO 80110 (303-761-9831) so. FIELD AND POOL, OR WILDCAT
4. r,0CATION OF WELI, (Ñ€port loCGifon Clgarig ORd in GCC0rdan¢¢ tofth ang ßtage requir€¾ents)• WildcatAt surface

11. BEC., T., R., M., OR BLOCK AND SURVET1472* FNL & 2150* FEL (sgNE¼) on an=aAt top prod. Interval reported below same section 4 - TSS-R2EAt total depth
Same

PERMIT NO DAT + 12. NT OR 13 STATE

15. Dars arvoomo 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod ) 18. ELEVATIONS (DF, RKB, RT, 08, ETC.)o 19. ELET. CABINGREAD
1/17/85 1/3/185 2/2/85 5087· GR --20. TorAL DEPTR, MD A TTD 21. PLUO, BACK T.D., MD a TVD 22. Er AfrLTIPLE COMPL., 23. INTERVALS ROTART TOOLS CABLE TOOLSHOW MANT* DRILLED BT6400 *

---- -- | 0 * - TD \ ---24. PRODUCING INTERVAL(8), OF THIS COMPLETION--TOP, BOTTON, NAME (MD AND Tro)• 25. WAs DiascTroNAL
80BTET MADE

P & A NO
20. TTPS ELECTRIC AND OTHER LOGa acN "

, 27, was wsLL Cosmo
DC- No28. CASING RECORD (Report aH strings set in teell)

CASINO SizE WEIGHT, LB./FT. DEPTH SET (MD) It0LE SIEE CEMENTING RECORD AMOUNT PULLED16" -- 40' 20" 8 yards None8-5/8" 24 413' 7-7/8" 275 sx (to surface) None

29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACEEE SENjA N/A

$1. PaarORATION RECORD (IntervoÊ,size and number) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
DEPTR INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USEDN/A N/A

33.*
PRODUCTION

DATE FIRST PRODUCTION PRODUCTION METHOD (Floloing, got Hfi, PMimpiWS--siBS GRA igpg of puNap) WELL STATUs (Producing or
shut-in)N/A A$DATE OF TEST HOURS TESTED CROEB 81EE PROD'N. FOR OIIr-BÊL. GAS-MCF. WATER--BEL. GAS-OIL BATIOTEST PERIOD

FloW. TURING PR-88. CASING PRESSURE CALCULATED OIL-BBL. GAS--MCF. WATER--BBL. OIL GRATITT-API (CORE.)24-nova mars
- I \ \34. DISPOSITION OF GAS (8084, used for fusi, vented, etc.) TEST WITNE888D BT

35. LIST OF ATTACEMENTE

ISFL, FDC-CNL
30. I hereby artify that the to oin n n is complete and correct as determined from all available records

*(SeeInstructionsand Spacesfor Additional Data on Reverse
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